E446

uBo

Country:
Metherlands

Identical to

Similar Tubes

First Source (s)

Predecessor
Tubes

Successor Tubes

[ Upload & Info ] My Tube/Semi ] Documents

Brand: Philips; Eindhoven (fubes internationall); Miniwatt
Tube type: Vacuum Pentode RF/IF-Stage
E446 = H4128D = SP4 = RENS1284 = MS/Pen = NS4 = A4AM = P4150
= R54346 = TE46 = NS543 = WE23 = W446 = HP4100 = 5-446 = S435M
=4AQ Ultron
Other shape (e.g. bulb type):

T5-446

Normally replaceable-slightly different:
8A1; DHEQ4 ; HP4101 ; M446 ; S430N ; 8T4110 ; T4600 ; TM-C3G-HF ;
VH1 ; WE09
Other class quality {otherwise equal):
4618 - 4636
Other base:
8A1 Tpin; E446 UX7 ; NSS43 B5+1 ; TE464
Apr.1933 : Philips Bulletin #D6
Mar_1933 : L'Histoire Singuliére du Tube Radio; G. Duperray 2009

E462 E452T
AFT7

Base

Was used by
Filament
Description

Europe 5-Pin , B5 (Eu O, F, O5A) 1928 (Codex=Fca) Top contact screw type.
Radio/TV-reception etc.
V4 Volts /7 If 1.1 Ampere / Indirect / Specified voltage AC/DC

Dimensions (WHD)

incl. pins / tip
Weight
Tube prices

Information
source

[Aus Bemerkungen ersichtlich 28 Jan 19 1444 € (1520 5) ~| Ok,
Taschenbuch zum Réhren-Codex 1948/49

5.23
P.22M

E446: Intemet
Miguel Angel Trujillo-Rodriguez

E443H

uaa

ID = 1705

Upload & Info vl My Tube/Semi l Documents

Country: Brand: Philips; Eindhoven (tubes international!); Miniwatt
Mathe tarids Tube type: Vacuum Pentode Power/Qutput
Identical to E443H = L496D = PP4101 = RES964 = DW@ = RTP4 = P43 = WE30 =

TE43H = W443H = P435 = RS4143 = A54543 = A4S = TW4110 =
4A5 Uliron

Normally replaceable-slightly different:

Similar Tubes
T1304 RR ; W516
Other characteristic (electr. data):
E443 ; E443N
Other base:
AL1; EM3H UY
1933 Tube leailet collection E.Erb Analysis by original leaflets

Apr.1933 : Philips Bulletin #D6
E443N

First year

First Source (s)
Predecessor
Tubes

Successor Tubes 1935 AL{1 AL3

Base Europe 5-Pin , B5 (Eu O, F, O5A) 1928 (Codex=Foo)
Filament Vi 4 Volts / If 1.1 Ampere / Direct / Specified voltage AC/DC
Description By model of the very similar USA-types PZ or 47 from 1931, with the E443H Philips

now introduced output pentodes in Europe with equally 250 Volts screen and plate
voltage, it also brought the 7k-chms load-standard to Europe which remained until

E446° Collection JR

2003-01-19]
Jacob Roschy

Texiin other languages (may differ)

More ... .
Dimensions
Variants (WHD)
j j incl. pins /
g2 tip
Weight

Tube prices | Aus Bemerkungen ersichtlich 28 Jan 18 1279 € (13.465) v | Ok,

Information Taschenbuch zum Rohren-Codex 1948/40
source

E443H
P

5.28
P . 43000
V-1

E446: Telefunken
Werkstattbuch
‘Wolfgang Bauer

q5M0

N/

S

E443H: ficha de valvulas
Getulio Jimenez-Gomez

+250

= ZEE—
E446: Philips Réhren Daten
1933
Peter Hoddow
More ...

the end of the tube era. The former E443N required 400 Vp, but extra 200 Vg2 [J.R.

iD= 1735 | Help 1

£443H: My own collection
Hannu Alhe

More ...
Variants

E443H: Telefunken
Werksiatibuch
‘Wolfgang Bauer

LR S ———
E443H: RVF-Réhrenbuch-
M1,1947
Ancnymous 15 Collector
More ...

from Just Quigstad
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506
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Country: Brand: Philips; Eindhoven (tubes international!); Miniwatt
Metherlands Developer: Philips; Eindhoven (fubes intemational!); Miniwatt
Tube type: Full-Wave Vacuum Rectifier Power-supply
Identical to 50B = EGN1054 = TVS0 = G470 = PVA0S = DW2X = U10 = W6 = RE4100
=¥2 =D3-50B 823 19=DE2 = G490 = B410 G240
B1054
Similar Tubes Other shape (e.g. bulb type):
506K

Mormally replaceable-slightly different:

G450 Splendor ; GA24 ; GLA/ ; GN24 ; LGA150 ; Mikrotron ; R0437 ; V& ;

V62 SIF ; VG410 ; VG4100 ; W462 Six-Sixty

Different maximum ratings:
1805
Heater different:
DG102 ; DG2 Thermion
Differences not known by us:

LoR2
First year 1927 Tube leaflet collection E.Erb Analysis by original leaflets
Predecessor
2508
Tubes

Successor Tubes 1932 1805

335

ID = 2235

G 1054

2 X 300 Volt
75 mA

4 Volt oo direkt
1 Amp.

Preis: RM 6.—

Gleichrichterrdhre

Diese Doppelweg-Gleichrichterréhre wird in den meisten

Base Europe 4-Pin B4 (Eu A, E, 4A) 1914 (Codex=Ea)
Was used Radio/TV-reception etc.
by

Filament Vi4 Volts / It 1 Ampere / Direct

Description
This tube is mainly used in radio B battery eliminators and power supplies. It is also

has been found to have two type numbers on the bulb - 506 and 1823

Dimensions

(WHD)

incl. pins /

tip

Weight

Tube prices | Retailer offer DemN 24.74 € ( 26.04 §) v CL

Information -- Collector info (Sammler)
source Taschenbuch zum Réhren-Godex 1948/49

v

506: Courtesy Bureau Belper (De Muiderkring, Bussum), Scan Frank Philipse
Karel De Reus t+ More .

Sie liefert bis zu 75 mA Anodenstrom und kann daher

mittlere Endrohren und Penthoden, wie beispielsweise die
Type L 427 D, mit der nbtigen Spannung versorgen. Die

Heizspannung von 4 Volt mul innegehalten werden. Auch
ein Unterschreiten der Heizspannung ist fiir die Kathode

normalen WechselstromnetzanschluB - Gerdten verwendet.
schédlich.

Technische ﬁa!un
Soi:keiséhaltunn: 13.

Heizstrom ca. I
Anodenwechselspannung

PHILIPS

VALVO
Hochstzuldssige Gleichstromentnahme .

Heizspannung

fagmA)

20 3w 4 S5 60 v 8

506: Telefunken Werkstattbuch

\ #
S~ W&,QX%‘,

.

VALVO
G 1054

o

500
200
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